
US , DIVISION OF OIL, G Igy,. yFM
1983) (Other instìWtions on Budget Bureen No• 100#-0136

..a,,' aare, tíNITED STATES ,.....e side) Expues Ausnet 31, 1985DEPARTMENTOFTHE INTERIOR s. ...... .....a,... a., ...
BUREAUOF LAND MANAGEMENT

APPLICATIONFOR PERMITTO DRILL, PLQd "
la. TYPE OF WORK

DRILLE DEEPEN
b. TYPROFWELL A ' Gebauer-Groom

ELL ELL . OTHER
ELE MULTIPLE gg gg g

2. man. or orsaaren DN ON0? 27Wgsgra Corpdration - GIL MSA MINING . WELL NO.
3. ADDEBBS OF OFERATOR

P. O. Ëox 367, Mexican Hat , Utah $4531 to. rm.D AND FOOL, 08 WR&CAT
4. 14CATION OF WEI.L (Report location clearly and in accordance with any State requirements') iCan Ë&tat..ri."

2180' from the east line Ñµ¾E 11. ..... . ...x...

At proposed prod. sone 769' ÊTOm the north line
Sec 7, 425, 19E

14. DISTANCE IN MILES AND DIRECTION FROM NBABBET TOWN 05 POST OPPICM* 12. COUNTT OB PARISE Af BTATE

one half ile San Juan ,
Utah

10. DISTANCE PROM PROPOSED* 16. MO. OP AUBBS IN LEASE 17. NO. OF ACABB ABB30NSDLOCATION TO NBABBST
20 THIS WELL .PROPSETT 05 LBABS LINE, PT.

(Also to nearest drig. anit line, it a.» 220 318. DISTANCE PROM PROPOSED LOCATION* 19. PROPOsst DarTa 20. ROTART OR CABLE TOOI.8TO NEAREST WELL, DRILLING, COMPLETED,
-«"='••·•••=•-"· 300' 220' to 700'

. t ro ary$1. SIEVATIONS ($ÎboW WÎMÔ&st$Ÿ, È. GË, ets,) $Ê. APPEGE. DATE WOBE WILL START*

41$$' $Ÿ-
when approverl23.

PROPOSED CASING AND CEMENTING PROGRAM

81EE OF BOLE BISE OP CAgIMO WRIGHT PER FOOT SIITTING DSPTH QUANTETT OF CEMENT
11 in 7 54 23 på gi ç† 7 sach
6 3 4 4 ¾ tap of mone ?f snek or Arnr··

1, 2, 4, 5, d, 9
3 .s rface lormation aupai
6. estim ted top of geological formatioon Goodridge 200ft plus
7 estimated depth of anticipated water, oil, or gas Goodridge z.ne 200 ft plus1 pressure equipment , no e, these shallow carry litt e or no pressure11 circulating medium, air and foam

12 .tecting, lotging -- samples only
1 . abnormal pressures or temreratures ,

nox-- no hydrogen sulfite14. ant ci ted sta rting date reasoi.able time af ter approval
duration of drill.31g six to ten days

IN ABOVE SPACE DESCRIBE PROPOBRD PROGRAu : It proposal is to deepen or plus baelt, give data on present predactive some and proposed new prodnettre
zone. It proposal is to drill or deepen directionally, give pertinent data on subsurtsee locations and measured and true Vertieal depths. Give blowout
preventer program, if any.

space for Federal or State OSce use)

NOF3-pg3/5; -- - MINING
TITI E

CONDITIONSOFAPPROVAL,IFANT:

L SPAClN : 4./5 3
*S.. InserectionsOn Revers.Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly ancl willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representatioms as to any matter within its



BEFORE THE BOARD OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

IN AND FOR THE STATE OF UTAH

IN THE MATTER OF THE APPLICATION )
OF SAN JUAN MINERALS EXPLORATION )
COMPANY FOR AN EXCEPTION TO THE )
WILD CAT WELL SPACING PATTERN )
ESTABLISHED BY RULE C-3, OF THE )
GENERAL RULES AND REGULATIONS, ) ORDER

AND AMENDING PRIOR ORDERS OF THE )
BOARD IN CAUSE NO. 156-1 TO GRANT )
UNRESTRICTED SPACING IN CERTAIN ) CAUSE NO. 156-3 y/

PORTIONS OF THE MEXICAN HAT AREA, )
SAN JUAN COUNTY, STATE OF UTAH )

Pursuant to Notice of Hearing dated February 22, 1980, as

amended, of the-Board of Oil, Gas and Mininç, Department of Natural :

Resources of the State of Utah, this Cause came on for hearing before

Cleon B. Feight, acting as hearing examiner for the full Board,

commencing at the hour of 9:00 a.m. on April 15, 1980, in the offices

of the Division of Oil, Gas and Mining, 1588 West North Temple,

Salt Lake City, Utah.

Appearing for the=.:applicant was Anthony L. Rampton of the

law firm of Fabian & Clendenin, Salt Lake C:.ty, Utah, and Robert Lauth,

Certified Registered Geologist. Appearing on behalf of the Division

of Oil, Gas and Mining were Denise Dragoo, Special Assistant, Utah

Attorney General's Office, and Mike Minder, Petroleum Engineer.

NOW, THEREFORE, having considered the testimony presented

to the hearing examiner and the exhibits received at said hearing,

and being fully advised in the premises, and all persons appearing

before the hearing examiner being in favor 3f the application, the

Board now makes and enters the following:

FINDINGS OF FACT

1. Due and regular notice of the time, place and purpose

of the hearing was given to all interested parties in the form and

manner and within the time required by law and the rules and regulations

of Ehe



2. The Board has jurisdiction over the matter covered by

said Notice and over all parties interested cherein and has juris-

diction to make and promulgate the Order hereinafter set forth.

3. The principal producing sand or zone in this area

v/
is the Goodridge Sand producing from shallow sand and low pressure.

4. That there has been no systematic development

through the Mexican Hat Area.

- 5. By order entered in cause No. 156-1 dated September 25,

1974, the Board established five-acre spacing for drilling wells and

not less than/two hundred feet from any proçerty or lease line or from

the boundary of any legal subdivision comprising a governmental

quarter-quarter section or equivalent lot or lots of comparable size

and location and not less than 330 feet from any producible oil well,

unless otherwise specifically permitted by order of the Board after

notice and hearing,

6. That the oil wells producing on tracts in Sections

31 and 32, Township 41 South, and Sections 1, 5, 6, 7 and 8, Township

42 South, Range 19 East, Salt Lake Meridian, San Juan County, State

of Utah, are all producing from the Goodridge producing sand.

7. That the Goodridge formation is confined to certain

pockets of permeability and por 3 ¿ requiring the drilling of holes

in an irregular pattern in order to discover and drain all of the

recoverable oil and associated hydrocarbons from said formation.

8. That in order to facilitate the location and commercial

production of oil in this area, it is necessary to allow for an

amendment to the Order in Cause No. 156-1 to as to permit the drilling

of wells on nrestricted spacing in the aforestated sections.

ORDER

IT IS THEREFORE ORDERED:

A. That an exception is hereby granted to the provisions

of Rule C-3, General Rules and Regulations, Division of Oil, Gas



and Mining, so as to permit the drilling of wells n unrestricted

spacing to best accommodate the prevention o:I waste and protection

of correlative rights in the development of :he field and to maximize

ultimate future recovery of oil and associated hydrocarbons insofar

as and only insofar as the loodridge Formationiin Sections 31 and 32.,

Township 41 South, and Sections 4, 5, 6, 7 and 8, Township 42 South,

Range 19 East, Salt Lake Meridian, San Juan County, State of Utah,

and the Order of this Board in cause No. 156-1 is hereby amended

accordingly.

B. It is further Ordered that no well in said Sections

shall be drilled less than 50 feet from anv oropertv or lease line

or from the boundary of any legal subdivisio1 comprising a govern-

mental quarter-quarters section or equivalent lot or lots of

comparable size unless otherwise specifically permitted by order

of the Board after notice and hearing.

C. That this Order is a temporary order and the Board,

on its own motion or the motioncf any interested party, may file an

application requesting a hearing to present aew evidence covering

the matter set forth herein.

D. That the Board retains continaing jurisdiction of all

matters covered by this Order and particularly retains continuing

jurisdiction to make further orders as appropriate and authorized by

statute and applicable regulations.

ENTERED AND EFFECTIVE this / day of , 1980.

BOARD OF OIL, GAS AND MINING OF
THE STATE OF UTAE

Charles R. Henderson

John L. Bell

Thadeus W. Box

I:. Ray Juvelin ~



E. Steele McIntyre /

d K. Lundberg

.' seck

I

i



COMPANY VESGRA OIL COMPANY

LEASE
GEBAUER- Û/-cerrt

WELL NO.

SEC. ,T 42 S.
,,

19 E, S.L.M.

LOCATION 769 FEET FROM THE NORTH LINE and
2180 FEET FROM THE EAST LINE.

ELEVATION

SAN JUAN COUNTY UTAH
I
I

I
I
I
I
I
I
I
i
I

I
I
I
1
I
i N
I

I
I
I
I
I
I
I
I
I

SCALE - 1 INCH EQUALS 1000 FEET

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM FIELD NOTES OF ACTUAL

SURVEYS MADE BY ME UNDER MY SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO

THE BEST OF MY KNOWLEDGE AND BELIEF.

SEAL: Registered Land Surveyor.
James P. Leese

Utah Reg. # 1472

SURVEYED 30 August , 84

SAN JUAN ENGINEERING. INC. • FARIAINGTON, N. M.



COMPANY VESGRA OIL CONPANY

LEASE GEBAUER WELL NO.RISENHOOVER #27

SEC. ,T 42 S.
,,

19 E, S.L.M.

I OCATION 769 FEET FROM THE NORTH LINE and
2180 FEET FROM THE EAST LINE.

F1 FVATION

SAN JUAN COUNTY UTAH

I
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I
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I
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N
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SCALE - 1 INCH EQUALS 1000 FEET

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PRE>ARED FROM FIELD NOTES OF ACTUAL

SURVEYS MADE BY ME UNDER MY SUPERVISION AND THA~ THE SAME ARE TRUE AND CORRECT TO

THE BEST OF MY KNOWLEDGE AND BELIEF.

SEAL: Registered Land Surveyor.
- James P. Leese

Utah Reg. # 1472

SURVEYED
3Û AuguSÚ 19

SAN JUAN ENGINEERING. INC. • FARMINGTON. N. M.



OPERATOR las y o 074 rn /0|,p) DATE D

WELL NAME « INF- fotn

SEc' Ñ WE 7 T ¾S R 9E
_

COUNTY

93B9-3 i6M FA J 7
API NUMBER TYPE OF LEASE

CHECK OFF:

LAT BOND \ NEARLEST

EASE D N
A

PROCESSING COMMENTS:

A PROVAL LETTER:

SPACING : R615-2-3 R$l5-3-2
UNIT

/6 -3
-/6-80 R615-3-3

CAUSE NO. & DATE

STIPULATIONS:

0 218



State of Utah
DEPARTMENT OF NATURAL RESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen
355 West North Temple

Executive Director 3 Triad Center, Suite 350

Dianne R Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801-538-5340

April 24, 1990

Wesgra Corporation
P. O. Box 367
Mexican Hat, Utah 84531

Gentlemen:

Re: Gebauer-Groom #27 - NW NE Sec. 7, T. 42S, R. 19E - San Juan County, Utah
769' FNL, 2180' FEL

Approval to drill the referenced well is hereby granted in accordance with the Order
of Cause No. 156-3 dated April 15, 1980.

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notification within 24 hours after drilling operations commence.

2. Submittal of an Entity Action Form within five working days following
spudding and whenever a change in operations or interests necessitates an
entity status change.

3. Submittal of the Report of Water Encountered During Drilling, Form 7.

4. Prompt notification if it is necessary to plug and abandon the well. Notify
John R. Baza, Petroleum Engineer, (Office) (80\) 538-5340, (Home)
298-7695, or Jim Thompson, Lead Inspector, (Home) 298-93\8.

5. Compliance with the requirements of Rule R615-3-20, Gas Flaring or Venting,
Oil and Gas Conservation General Rules.

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accord ance with applicable state and local
health department regulations. A list of ocal health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of General Sanitation, telephone (801) 538-6121.

an equal opportunity



Page 2
Wesgra Corporation
Gebauer-Groom #27
April 24, 1990

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-037-31524.

Sincerely,

R. J. FA
Associate Director, Oil & Gas

Icr
Enclosures
cc: Bureau of Land Management

J. L.Thompson



Form 3160-14 UNITED STATES
(October 1986) DEPARTMENT OF TE E INTERIOR(formerly9-593)

BUREAU OF LAND MANAGEMENT sec. 7
INDIVIDUALWELL RECORD

y. 42 S.

R. 19 E.T¯~
SLB & Mer.

¯¯

Date
Jul y 5, 1991

FEDERAL state Utah
Lease No. 7303 courty San Juan

Lessee Wesgra Oil Corporation 100% Field Mexican Hat

operator Wesgra Oil Corporation

Well Name & No. Gehaller-Groom 27 Distr:ct Mnah
A.P.I. Well No 43-037-31574 susa vision WW
incarion 2180' FEL & 769' FNL

Date Drilling Approved 7/18/90 weli::levation4188 Feet

Date Drilling Commenced 7/25/90 Total Depth 670 Feet

Date Drilling Ceased 8/7/90
Initial Production

Date Completed For Production
8/10/90

Gravi y A P I

Date Abandonment Approved (Final) Initial Reservoir Pressure

GEOLOGIC FORMATIONS PRODUCTIVE HORIZONS

SURFACE LOWEST TESTED NAME DEPTHS CONTENTS
Supai Li·:tle Loop 575' - 645' oil

(selective)SURFACE MANAGEMENT AGENCY BLM

MINERAL OWNERSHIP BLM

LEASE EXPIRATION

WELL STATUS

YEAR JAN. FEB. MARCH APRIL MAY JUNE JULY AUG. SEPT. OCT. NOV. DEC.

1990 s pud POW

First Production Memorandum 3/1 /79 Lease Extension Memorandum A/21 /74 confirmation



Form 3160-3 SUBMIT IN TL ..ICATE• Form approved.
(November 1983) (Other instructions on Budget Bureau No. 1004-0136
(formerly 9-331C) U' ITED STATES reverse side) Expires August 31, 1985

DEPART NT OF THE INTERIOR a. c......SIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O.IFINDIAN,ALLOTTEBORTBIBENAME

1a. TYPE or woxK

DRILL10 DEEPENO 7. UNIT AGREEMENT NAME

b. Trra or w-LL
OIL GAS A 8. PARM OR LEASE NAME
WELL WELL OTHER ZONE

2. NAME OF OPERATOR e

JUL 2 0 19 Gebauer-Groom
Wesgra Corporation 90 9. WELL NO.

3. ADDRESS OF OPERATOR

P.O. Box 367 Mexi can Hat . Utah ALM¾ ONOF 10. FIELD AND POOL, OB WILDCAT

4. AIACATI NœOF WELL (Report locaÎionclearly and in accordance with any State rent IMbÅNAb Mexican Hat
2180' from the east line 11...c.,2.......,oa.==.

. AND BURVEY OR AREA769' from the north lineAt proposed prod. sone Sec 7, 42s, 198
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OFFICE* 12. COUNTY OR PARISH 18. BTATE

one half mile 9À -03 /5 San Juan utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACBI B IN LEASE 17, NO, OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTT OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any> 220 3 acres

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DJiPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
ORAPPI.mDFOR,0NTRIBLEASE,Fr. 300' 220' to 700' rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APrao . DArm woax w:LL staar•

4188' | when approved
23 PROPOSED CASING AND CEMEblTING PROGRAM

SIZE OF HOLE SIEE OF CABING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

IL ANDGAS
DPN RJF

GLH

MCROFILM

IN ABOVE SPACE DESCRIBE PROPOSED PROoaAu : If proposal is to deepen or plug back, give data on present productive mone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurf see locations and measured and true vertical depths. Give blowout
preventer program, it any.
24.

SIGNED TITE.. Pre sident DATE

(This space ederal or State ofBee use)

APPROVED BT
CONDITIONS OF APPROVAL IF NT

ARINGORVËNÌ\N0OF COND2
CTTONTL4-A

*SeelustructionsOn Reven. Sid.
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its



COMPANY
VESGRA OIL COMPANY

GEBAUER WELL
NO.RISENHOOVER #27

SEC.
.T 42 S. , a 19 E, S.L.M.

(OCATION 769 FEET FROM THE NORTH LINE and

2180 FEET FROM THE EAST LINE.

FI FVATION

-

SAN JUAN COUNTY
UTAH

N

3CALE •1 INCH EOUALS 1000 FEET

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM FIELD NOTES OF ACTUAL

SURVEYS MADE BY ME UNDER MY SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO

THE BEST OF MY KNOWLEDGE AND BELIEF.

ßEAL;

Registered Land Surveyor.

James P. Leese
Utah Reg. # 1472

SURVEYED
30 August ,, 84

SAN JUAN ENGINEERING. INC. • FARMINGTON. N. M.



Wesgra Corporation
Well No. Gebauer-Groom 27
NWNESec. 7, T. 42 S., R. 19 E.
San Juan County, Utah
U-7303

CONDITIONSOF APPROVAL

Approval of this application does not warrant or certify that the
applicant holds legal or equitable title to those rights in the
subject lease which would entitle the applicant to conduct
operations thereon.

Be advised that Wesgra Corporation is considered to be the operator of
the above well and is responsible under the terms and conditions of the
lease for the operations conducted on the leased lands.

Bond coverage for this well is provided by BLMBond UTO251 (Principal -

Wesgra Corporation) via surety consent as provided for in 43 CFR
3104.2.

This office will hold the aforementiored operator and bond liable
until the provisions of 43 CFR 3106.7-2 continuing responsibility
are met.

A. DRILLING PROGRAM

All lease operations will be conductec in full compliance with
applicable regulations (43 CFR 3100), Onshore Oil and Gas Order No. 1,
Onshore Oil and Gas Order No. 2 and the approved plan of operations.
The operator is fully responsible for the actions of his subcon-
tractors. A copy of these conditions and the approved plan will
be made available to the field representative to insure compliance.

1. 500 lb pressure valve shall be tested according to Onshore Order No.
2. See Informational Attachment.

2. Casing and cementing requirements shall comply with Onshore Order No.
2 requirements. See Informational



B. STIPULAT.

1. All pernanent above-groundfacilities (6 nonths or longer) wouldbe painted a neutral,
nonreflective SNOcolor to blend into the surroundingarea, except for those required to
complywith the Occupational Safety and Health Act or writ en companysafety nanual or
docunents.

2. All site securityguidelines identified in 43 CFR3162.7-5 and 0NSŒE OILANDGAS
ORŒRNO.3; SITEŒClRITYwill be adheredto.

3. Gas naasurenent will be conductedin accordancewil:hthe ONS·l0REOILANDGASŒDERNO.
5; GASFEASlREFENTand 43 CFR3162.7-3.

4. Oil naasurenent will be conductedin accordancewith ONSHŒEOILANDGASŒŒR NO.4;
OILBEASlREFENTand43 CFR3162.7-2.

5. bb chronecoupoundswill be on location.

6. As soonas the reserve pit has dried or within eighteen renths whicheveris least, all
areas not neededfor production (including access road) wi 1 be fil led in, recontouredto
approximatelynatural contours andas nuch top soil as wasrenoved, replaced leaving enoughfor
future restoration. The rennining top soil (if any) will te stableized and seeded in place.
If the well is a dry hole, the location and access road wi 1 be rehabilitated totaly.

7. After rehabilitation of the site the area will be seeded with six (6) lbs/acre of
Founvingsaltbush or with six (6) lbs/acre of shadscale. là seed will be broadcast followed
by a light harrowing.

8. Theoperator is responsitile for infoming all persons in the area whoare associated
with this pmject that theywill be subject to prosecution for knowinglydisturbing historic or
archaeologicalsites, or for collecting artifacts. If historic or archaeological waterials are
uncoveredduring construction, the operator is to imœdiately stop wod that mightfurther
disturb suchmaterials, and contact the authorized officer (AO).

Within five woding days the A0will infom the operator as to:
- whether the materials appeareligible for the National Register of Historic Places:
- themitigation masures the operator will likely haveto undertakebefore the site can be
used (assuningin situ preservation is not necessary); and,
- a timfrane for the A0 to conplete an expeditedreviewunder 36 CFR800.11 to confim,
throughthe State Historic Preservation Offiœr, that the findings of the A0are correct and
that mitigation is appropriate.

If the operator wishes, at any tine, to relocate activities to avoid the expenseof mitigation
and/or the delays associated with this process, the AOwill assuæ responsibility for whatever
recordation and stabilization of the exposedmaterials nay be required. Otherwise, the
operator will be responsible for mitigation costs. TheA0will provide technicaland
procedural guidelines for the conductof mitigation. lþon verification from the A0 that the
required mitigation has beencoupleted, the operator will thenbe allowedto resune
construction.

9. This pemit will be valid for a period of one (1) war from the date of approval.
After pemit temination, a newapplication will be filed Por approvalfor any future
operations.

10. If at any tine the facilities located on public lands authorizedby the tems of the
lease are no longer included in the lease (due to a contra:tion in theunit or other lease or
unit boundarychange)the BLMwill process a changein auttrization to the appropriate
statute. Theauthorization will be subject to appropriaterental, or other financial
obligation determined by the authorized



Infor-mantional Attachmenk / Onshore oil and Gas Order No. 2 Guidelines

- 2000 psi BOP & BOPE:

Annular preventer, or double rams, or two rams with one being blind

and one being a pipe ram

Kill line (2 inch minimum)

1 kill line valve (2 inch minimum)

l choke line valve

2 chokes

Upper kelly cock valve with handle available

Safety valve and subs to fit all drill strings in use

Pressure gauge on choke manifold

2 inch minimum choke line

Fill-up line above the uppermost preven:er

- If repair or replacement of the BOPE is required after testing, this
work shall be performed prior to drilli:1g out the casing shoe.

- When the BOPE cannot function to secure the hole, the hole shall be

secured using cement, retrievable packer or bridge plug packer,

bridge plug or other acceptable approved methods to assure safe well

conditions.

- Choke Manifold Equipment:

All choke lines shall be straight lines unless turns use tee blocks

or are targeted with running tees, and shall be anchored to prevent

whip and reduce vibration.

All valves (except chokes) in the kill line, choke manifold and

choke line shall be a type that does not restrict the flow (full
opening) and that allows a straight through flow.

Pressure gauges in the well control system shall be a type designed
for drilling fluid service.

- 2000 psi system - Accumulator Equipment:

Accumulator shall have sufficient capacity to close all BOP's and

retain 200 psi above precharge. Nitrogen bottles that meet manu-

facturer's specifications may be used as the backup to the required

independent power



- Special Drilling Operations:

In addition to the equipment already specified elsewhere in

Onshore Order No. 2 , the following equipment shall be in place

and operational during air/gas drilling:

-Properly lubricated and maintained rotating head;

-Spark arresters on engines or water cooled exhaust;

-Blooie line discharge 100 feet frow well bore and securely

anchored;

-Straight run on blooie line unless otherwise approved;

-Deduster equipment;

-All cuttings and circulating medium shall be directed into

a reserve or blooie pit;

-Float valve above bit;

-Automatic igniter or continuous pi:.ot light on the blooie line;

-Compressors located in the opposite direction from the blooie

line a minimum of 100 feet from the well bore;

-Mud circulating equipment, saber, ind mud materials (Joes

not have to be premixed) sufficien: to maintain the capacity

of the hole and circulating tanks or



- Mud Program Requirems .ts:

The characteristics, use and testing of drilling mud and the
implementation of related drilling procedures shall be designed
to prevent the loss of well control. Sufficient quantities of mud

materials shall be maintained or readily accessible for the
purpose of assuring well control.

-Record slow pump speed on daily drilling report after mudding
up.

-Visual mud monitoring equipment shall be in place to detect
volume changes indicating loss or gain of circulating fluid
volume.

-A mud test shall be performed every 24 hours after mudding up to
determine, as applicable: density, viscosity, gel strength, fil-

tration, and pH.

-All flare systems shall be designed to gather and burn all gas.

The flare line(s) discharge shall be located not less than 100

feet from the well head, having straight lines unless turns are
targeted with running tees, and shall be positioned downwind of
the prevailing wind direction and shall be anchored. The flare
system shall have an effective method for ignition. Where non-

combustible gas is likely or expected to be vented, the system
shall be provided supplemental fuel for ignition and to maintain

a continuous flare.

Drill Stem Testing Requirements:

Initial opening of drill stem test tools shall be restricted to day-

light hours unless specific approval to start during other hours is
obtained from the authorized officer. However, DSTs may be allowed

to continue at night if the test was initiated during daylight hours
and the rate of flow is stabilized and if adequate lighting is
available (i.e.,1ighting which is adequate to: visibility and vapor-

proof for safe operations). Packers can be released, but tripping
shall not begin before daylight, unless prior approval is obtained
from the authorized officer. Closed chamber DSTs may be accom-

plished day or night.

-A DST that flows to the surface with evidence of hydro-

carbons shall be either reversed out of the testing string
under controlled surface conditions, or displaced into

the formation prior to pulling the test tool. This would

involve providing some means for reverse circulation.

-Separation equipment required for the anticipated recov-

ery shall be properly installed before a test starts.

-All engines within 100 feet of the wellbore that are
required to "run" during the test shall have spark
arresters or water cooled



When testing the ki.. line valve(s), the check slve shall be held
open or the ball removed.

Pipe and blind rams shall be activated each trip, however this
function need not be performe more than once a day

Pipe and blind rams shall be activated each trip, however, this
function need not be performed more than once a day.

A BOPE pit level drill chall be conducted weekly for each drilling
crew.

Pressure tests shall apply to all related well control equipment.

All of the above described tests and/or drills shall be recorded in
the drilling log.

- Casing and Cementing:

All waiting on cement times shall Le adequate to achieve a minimum
of 500 psi compressive strength at the casing shoe prior to drilling
out.

All casing, except the conductor casing, shall be new or recondi-

tioned and tested used casing that meets or exceeds API standards
for new casing.

The surface casing shall be cemented back to surface either during
the primary cement job or by remedial cementing.

All of the above described tests shall be recorded in the drilling
log.

All indications of usable water shall be reported to the authorized
officer prior to running the next strir.g of casing of before plug-

ging orders are requested, whichever occurs first.

Surface casing shall have centralizers on at least the bottom three
joints depending on the severity of hole inclination.

Top plugs shall be used to reduce contamination of cement by dis-

placement fluid. A bottom plug or other acceptable technique, such
as a suitable preflush fluid, inner string cement method.,etc. shall
be utilized to help isolate the cement from contamination by the mud
fluid being displaced ahead of the cement slurry.

All casing strings below the conductor shall be pressure tested to
0.22 psi/ft. of casing string length or 1500 psi, whichever is
greater, but not to exceed 70 percent of the minimum internal yield.
If pressure declines more than 10 percent in 30 minutes, corrective
action shall be



\

Accumulator precharge pressure test: This test : 111 be conducted

prior to connecting the closing unit to the BOP stack and at least

once every 6 months.

Power for the closing unit pumps shall be available to the unit

at all times so that the pumps shall automatically start when the

closing unit manifold pressure has decreased to a pre-set level.

Each BOP closing unit shall be equipped with sufficient number and

sizes of pumps so that, with the accumulator system isolated from ¡

service, the pumps shall be capable of opening the hydraulically- 1

operated gate valve (if so equipped), plus closing the annular pre-

venter on the smallest size drill pipe to be used within 2 minutes,

and obtain a minimum of 200 psi. above specified accumulator

precharge pressure.

A manual locking device (i.e., hand wheels) or automatic locking

devices shall be installed on all systems of 2M or greater. A valve

shall be installed in the closing line as close as possible to the

annular preventer to act as a locking device. This valve shall be

maintained in the open position and shall be closed only when the

power source for the accumulator system is inoperative.

BOP Testing:

Ram type preventers and associated equipment shall be tested to

approved stack working pressure if isolated by test plug or to 70

percent of internal yield pressure of casing if BOP is not isolated

from casing. Pressure tests on ram type preventers shall be

maintained for at least 10 minutes or until requirements of test are

met, whichever is longer. If a test plug is utilized, no bleed off

of pressure is acceptable. For a test not utilizing a test plug, if

a decline in pressure of more than 10 percent in 30 minutes occurs,

the test shall be considered to have failed. Valve on casing head

below test of BOP stack.

Annular BOP pressure tests shall be tested to 50 percent of rated

working pressure. Pressure shall be maintained at least 10 minutes

or until provisions of test are met, whichever is longer.

As a minimum, the above tests shall be performed:

**When initially installed;

**Whenever any seal subject to test pressure is broken;

**Following related repairs; and

**At 30 day intervals.

Valves shall be tested from working pressure side during BoPE tests

with all down stream valves



TABLE 1

NOTIFICATIONS

Notify Mike Wade of the San Juan Resource Area, at

(801) 587-2141 for the following:

2 days prior to commencement of dirt work, construction or reclamation;

1 day prior to spudding;

1 day prior to running and cementing surface casing;

1 day prior to pressure testing of B0PE aid/or surface casing.

Notify the Moab District Office, Branch of Fluid Minerals at (801) 259-6111
for the following:

No well abandonment operations will be commenced without the prior
approval of the Assistant District Manage-, Mineral Resources. In the
case of newly drilled dry holes, and in emergency situations, verbal
approval can be obtained by calling the following individuals, in the
order listed:

Dale Manchester, Petroleum Engineer Office Phone: (801) 259-6111

Home Phone: (801) 259-6239

Eric Jones, Petroleum Engineer Office Phone: (801) 259-6111

Home Phone: (801) 259-2214

If unable to reach the above individuals including weekends, holidays, or
after hours, please call the following:

Lynn Jackson, Chief, Branch of Fluid Mine-als

Office Phone: (801) 259-6111

Home Phone: (801) 259-7990

24 HOURSADVANCENOTICE IS REQUIREDFOR ALL



DIVISIONOFOIL,GASANDMINING
API NO. 43-037-31524

SPUDDIN6INFORMATION

NAFEOFC0FPANY: HRSCRA CORPORATTON

WELLNAPE: GERAUER-GROOM #27

SECTIONNWNE 7 TOWNSHIP 42s RANGE 19E COUNTYSAN .mAN

DRILLINGCONTRACTORQUALE

RIG# 4

SPUÐED:DATE 7/25/90

TIME 11:30 a.m. OIL ANDGAS

ÑOW ROTARY F

GlH

DRILLINGWILLCOMMENCE
sLS

REPORTEDBY BILL SKEEN

M RORW

TELEPHONEÑ Fl.E

f)ATF ,,,sjon SlGNU



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

OPERATOR OPERATOR CODE
N106C

ENTITYACTIONFORM- DOGM FORM 6 ADDRESS P.Ô. BOX 6 Ï PHONE NO. ( )
Mexican Hat, Utah 84531

OPERATORS MUST COMPLETE FORM UPON SPUDDING NEW WELL OR WHEN CHANGE IN OPERATIONS OR INTERESTS NECESSITATES CHANGE IN EXISTING ENTITY NUMBER ASSIGNMENT.
ACTION CURRENT NEW API NUMBER WELL NAME WELL LOCATION SPUD EFFECTIVE

CODE ENTITY NO. ENTITY NO. DATE DATE

11004 11004 43-057-31564 Gebauer-Groom#27 NE
7sc

4S1E
SaCOUNTY

7-25-90 8-9-90
COMMENTS:

y 'Ucing TPOm the little loop zoneeËËm¾©four bils per day

JO 5 1990

Ott ANDGAS
COMMENTS:

0 14 RJF

COMMENTS:

COMMENTS:

ACTION CODES': A - ESTABLISH NEW ENTITY FOR NEW WELL
B - ADD NEW WELL TO EXISTING ENTITY
C - RE-ASSIGN WELL FROM ONE EXISTING ENTITY TO ANOTHER EXISTING ENTITY SIGNATURE
D - RE-ASSIGN WELL FROM ONE EXISTING ENTITY TO A NEW ENTITY

Operator 9-12-90E - OTHER (EXPLAIN IN COMMENTS SECTION)
(SEE INSTRUCTIONS ON BACK OF FORM) TITLE



UTAH D FARTKENT OF OIL, S & MINING

b .TED STATES SUBMIT IN DUI FZetarr
No.42-R885.5.

DEPARTMENT OF THE INTERIOR sd 5. LEASE D IGNATION AND BERIAL NO.

GEOLOGICAL SURVEY u-7303
IF INDIAN, ALLOTTEE OR TRIBM NAME

WELLCOMPLETION OR RECOMPLETION R
1a. TYPE OF WELL: OV

LL
A

L DET Ot m mmm mz

b. TYPE OF COMPLETION:

n'E L
OWORK D EP- Fava.

Ot el
0 1990 8. FARM OR LEASE NAME

2. NAME OF OPERATOn
Gebauer-Groom

Wes ra Oil Dorp 9. WELL NOf

3. ADDRESS OF OPERATOR

P.O. Box 367, Mexican Hat, Utah 84531 io. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any ßtate requiremente)* ÏOXican Hat
At surface 2180 ' from the east line 11. SEC., T., R., M., OR BLOCK AND BURVET

At top prod. interval reported below Å9' fPOm the north line OR AREA

3ec 7, 423, 19E

At total depth
14,PERMIT NO. DATE ISSUED 12.COUNTY OR 13. STATE

43-037-31524 | 4-24-90 $¾"Juan Utah
15. DATE SPUDDED 16. DATE T.D. REACHED 1Î. DATE COMPL. (R68dy ‡0 prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 1Û. ELEV. CASINGHEAD

7-25-90 8-7-90 8-10-90 4188' | 4188'
20. TOTAL DEPTH, MD A TVD 21. PLUG, BACK T.D., MD & TVD 22. 17 AIULTIPLE COMPL., 28. INTERVALS ROTARY TOOLS CABI.E TOOLS

HOW MANT* DRILLED BY
670' \ rotary |

24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND T1D)• 25. WAS DIRECTIONAL
SURVEI MADE

575-to645 little loop zone

26. TTPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

aowyloo Galy no
28. CASING RECORD (Report an attings set in toen)

CASING BIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8 5/8" 23pd 30' 9 7/8" 3 socks
½ " 15 ps dub ' 'l 3/4" 2> sacks

20. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACEER SET (MD)

31. PERFORATION RECORD (Ìnterval,size and number) 82. ACID, SHOT, FRACTURE, CEMENT 8QUEEZE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

open hole

33.* PRODUCTION .

DATE FIRST PRODUCTION PRODUCTION METHOD (FIOtoing, gas lif‡, pumpifig---viz0 and tygg Of p¾rlap) L STATU (P NCing i

8-10-90 pumping
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BilL. GAS-MCV. WT L GAS-Olla llATIO

TEST PERIOD8-10-90 4 2bbl none | non
PLOW. TUsixa rassa. CAslNG PRESSURE CALCULATED OIL-BBL. Gi S--MCF. WATER--BBL.4 IL GRAVITT-API (CORB.)

24-ROUR RATE

34. DISPOSITION OF GAS (ÑOld, NB6d for ffh6l,U¢¾f64, €$0.) TEST WITNESSED BT

Curtis Palmer
35. LIST OF ATTACHMENTS

36. I hereby cert that the to ging and aÏiacÏled information is complete and correct as determined from all a a1ÌÄbÍerecords

SIGNED TITLE PfeSident pyy 1-M

*(SeeInstructionsand Spacesfor Addition al Data on Reverse



UTAH DIVISI IL, O 3 INING
Form 9-8310

SUBMIT IN ,
LICATE* Form approved.(May 1963)

(Other instru ons on Budget Bureau No. 42-R1425.UNITED STATES reverse side) '
DEPARTMENT OF THE INTERIOR . 5. LEASE DESIGNATION AND SERIAL NO.GEOLOGICAL SURVEY U-7303

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

la. TYPE OF WORK

DRILLO DEEPEN PLUGBACK O Î. UWIT AGREEMENT NAME
b. TYPE OF WELL

WFLL
WAESLI,

OTHER
NNELE MOUNLTIPLE 8. FARM OR M NAME

2. NAME OF OPERATOa
Gebauer-GroomWesgra Corporation _ _ _

9. WELL NO.
3. ADDRESS OF OPERATOR 27P.O. Box 367 Mexican Hat, Utah 8453 L io. FIELD AND POOL, OR WILDCAT4. LOCATroN OF WELL (Report locati clearly and in accordance with any State requirements.*) heXi CAD HatAtsurface 2180' from the east line

11...c..o.,B.,M.,0RBLK.769' from the north line SANDcsU EY O A EA

19EAt proposed prod. zone

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE 12. COUNTY OR PARISH 13. STATEone half mile San Juan Utah10, DISTANCE PROM PROPOSED* 1ß. NO. OF ACHES IN LEASE 17. NO. OF ACBES ASSIGNEDLOCATION TO NEAREST
TO THIS WELLPROPERTY OR LEASE LINE, FT. 2 2 O ^ O(Also to nearest drlg. unit line, if any) 't18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLSo'="Zi$Ãnei :"sii.

PLETED'

1100 to 1200 rotary21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*4188' after apporval23.
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SE'ITING DEPTH QUANTITY OF CEMENT9 //8" 85/8" 25 pd Š0r 5 sacks73/4" 59 15ßnd 205: 23 sacks

asking permission to take well on down from 700' todesert creek fromation at a round DEM 1100 ft/

AUG2 3 1991

DIVISIONOF
OlLGAS&MINING

IN AHOVE SPACE DESCRIBE PROPOSED I'ROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productivezone. If proposal is to drill or deepen directionally, give pertinent data on subsurf ice locations and Ineasured and true vertical depths. Give blowout

S ND TITLE ŸPOSident osv. A-2n-91
(This space for Federal or State office use)

PERMITNO
APPROVAT DATE

APPROVED BY TITLE DATECONDITIONS OF APPROVAL, IF ANY :

*SeeinstructionsOn Reverse ELL SPACi /J-3



Stat of Utah
DEPARTMENT OF NATURALRESOURCES

Norman H. Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen 355 West North Temple

Executive Director 3 Triad Center. Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City,Utah 84180-1203

Division Director 801-538-5340

August 29, 1991

Wesgra Corporation
P.O. Box 367
Mexican Hat, Utah 84531

Gentlemen:

Re: Gebauer-Groom #27 Well, 769 feet from the North line, 2180 feet from the East
line, NW NE, Section 7, Township 42 South, Range 19 East, San Juan County,
Utah

Approval to drill (deepen) the referenced well is hereby granted in accordance with
Utah Admin. R.6I5-3-2.

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notification within 24 hours after drilling operations commence.

2. Submittal of Entity Action Form 6, within five working days following spudding
and whenever a change in operations or interests necessitates an entity
status change.

3. Submittal of the Report of Water Encountered During Drilling, Form 7.

4. Prompt notification in the event it is necessary to plug and abandon the well.
Notify Frank R. Matthews, Petroleum Engineer, (Office) (801) 538-5340,
(Home) (801) 476-8613, or R. J. Firth, Associate Director, (Home) (801)
571-6068.

5. Compliance with the requirements of Utah Admin. R.6l5-3-20, Gas Flaring or
Venting.

an equal opportunity



Page 2
Wesgra Corporation
Gebauer-Groom #27
August 29, 1991

6. Prior to commencement of the proposed drilling operations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Department of Environmental
Quality, Division of Drinking Water/Sanitation, telephone (801)538-6159.

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-037-31524.

Sincerely,

R. .

Associate irector, Oil & Gas

tas
Enclosures
cc: Bureau of Land Management

J. L. Thompson



3162 (0-065)
(0-7303)

SEP1 2 1991 Moab District
P. 0. Box 970

DM ON Moab, Utah 84532
01 GAS&M

Wesgra Corporation
P. 0. Box 367
Mexican hat, Utah 84531

Re: Application for Permit to Drill
Well No. Sebauer-Groom 27
NWNESec. 7. T. 42 S., R. 19 E.
San Juan County, Utah
Lease 0-7303 -0

7-

Dear Mr. Skeen:

Please find enclosed an Application for ?ermit to brill for Deepening

dated August 20, 1991, which is being returned upon your request.

If you have any questions, please contact the Branch of Fluid Minerals

at (801) 259-6111.

Sincerely yours.

Assistant District Manager
Mineral Resources

Enclosure:
As State Above ACËAi

cc: SãRA (w/o encl.)
State of Utah, Division of 011, Gau and Mining (w/o encl.) 6



State-af Utah
DEPARTMENT OF NATURALRESOURCES

NormanH.Bangerter
DIVISION OF OIL, GAS AND MINING

Governor

Dee C. Hansen
355 West North Temple

Executive Director 3 Triad Center, Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City,Utah 84180-1203
Division Director 801-538-5340

September 17, 1991 .

Wesgra Corporation
P.O. Box 367 t
Mexican Hat, Utah 84531

Re: Well No. Gebauer-Groom #27, Se . 7, T. 42S, R. 19E, San Juan County, Utah
API No. 43-037-31524

In response to Bureau of Land na e action and your request for cancellation of
the Application for Permit to rill(Deepen) pproval to drill the above referenced well is
hereby rescinded. A new Ap ication f ermit to Drillmust be filed with this office for
approval prior to the commencement of any future work on the subject location.

If any previously unreported operations have been performed on this well location, it is
imperative that you notifythe Division of Oil, Gas and Mining immediately.

Sincerely,

Don Staley
Administrative Supervisor
Oil and Gas

DME/ldc
cc: Bureau of Land Management - Moab

R.J. Firth
Wellfile

WOI230

an equal opportunity





UTAH DIVISION OF OIL, G 2 MINING
Form 9-331

Form Approved.Dec. 1973
, Budget Bureau No.42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-7303

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a differentreservoir. Use Form 9-331-C fordMeb poposais-)

8. FARMDR LEASE NAME
Gebauer-Uroom1. oil gas

well well other 9. WELL NO.
2. NAME OF OPERATOR

Wesgra Cor poration 10. FIELD OR WILDCAT NAME
3. DRESS OF OPERATOR $491 8 $11 MOXican M'It

. D. Box 310-367, Mexican Hat , ggg 11. SEC., T., R., M., OR BLK. AND SURVEY OR4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA Sec 7, ¿¡,28, 196below.) 769' from the nnotth line
AT SURFACE: 280' from the east llnne 12. COUNTYORPARISH 13. STATEAT TOP PROD. INTERVAL: San Juan UtahAT TOTAL DEFTH:

pg NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, _ 4303731524REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL O O (NOTE: Report results of multiple completion or zonePULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES OABANDON* Kl O(other)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vertical depths for all markers and zones pertinent to this work.)*

Plugged acorrding to BLM instructions and

witnessed by BDM personal

DMSiONOF
Subsurface Safety Valve: Manu. and Type Set @ Ft.
18. I hereby certify that the foregoing is true and correct

SIGNED
, / 7, TITLE POSident

DATE

(This space for Federal or State office use)

APPROVED BY TITLE _ _ _ _ DATECONDITIONS OF APPROVAL, IF ANY:

*See Instructions on Reverse
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